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Power cables 1 up to 30 kV
NYRY-J

standard VDE 0271

nominal voltage U
O

0,6 kV

nominal voltage U 1 kV

conductor material bare copper 

maximum tempera-
ture at conductor

70 °C

insulation PVC DIV 4 

inner sheath PVC 

armour round steel wire, galvanized 

sheathing material PVC YM3 

flame retardant VDE 0482-332-1-2/IEC 60332-1 

max. operating  
temperature, fixed

-5 - +70 °C

Application:
Distribution cable for industry constructions and switch-
ing boxes. For fixed installation inside of buildings, direct 
burial in earth, in water as well as in concrete and for 
heavy-duty mechanical load.

p/n type colour
CU

kg/km
weight

ca. kg/km
packaging

011763 03X1,5 bk 43 357 dr.
011732 03X4 bk 115 538 dr.
011731 03X2,5 bk 72 419 dr.
011734 03X6 bk 173 908 dr.
011764 04X2,5 bk 96 480 dr.
011733 04X4 bk 154 626 dr.
011765 04X6 bk 230 850 dr.
011735 04X10 bk 384 1088 dr.
011766 04X16 bk 614 1440 dr.
011767 05X2,5 bk 120 543 dr.
011768 05X4 bk 192 823 dr.
011736 05X6 bk 288 986 dr.

NYFGY 3,6/6 kV

core identification nature color 

nominal voltage U
O

3,6 kV

nominal voltage U 6 kV

test voltage 9 kV

conductor material bare copper 

insulation PVC DIV 4 

maximum tempera-
ture at conductor

70 °C

sheathing material PVC YM3 

flame retardant VDE 0482-332-1-2/IEC 60332-1 

max. operating  
temperature, fixed

-20 - +70 °C

armour galvanized flat steel wire 

Application:
Distribution cable for industry constructions and switch-
ing boxes. For fixed installation inside of buildings, direct 
burial in earth, in water as well as in concrete and for 
heavy-duty mechanical load.

p/n type colour
CU

kg/km
D

A

mm
weight

ca. kg/km
packaging

012108 03X35 rd 1008 37 2450 dr.
012109 03X50 rd 1440 39 3100 dr.
012115 03X70 rd 2016 43 3700 dr.
012116 03X95 rd 2736 44 4600 dr.
012117 03X120 rd 3456 47 5450 dr.
012118 03X150 rd 4320 59 7300 dr.
012119 03X185 rd 5328 64 7550 dr.
012213 03X240 rd 6912 61 9641 dr.
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