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Single core cable for increased requirements in railway applications

Product Description
High flexibility and slim diameters enable small bending radii at fixed installation;Easy to strip and to

dismantle;Resistant to mechanical influences in harsh environmental conditions;Expanded temperature range;Reduced

formation of toxic gases and fire spreading in the event of fire increase the protection against damage to persons and

property

                                                                                                                                                                                    

                              

Application range

• For fixed and protected installations inside or outside of railed vehicles and busses

• Suitable for the connection of fixed and moving objects such as lamps, heating, electrical equipment, wiring of

vehicles, terminal boxes and power supply

Benefits

• High flexibility and slim diameters enable small bending radii at fixed installation

• Easy to strip and to dismantle

• Resistant to mechanical influences in harsh environmental conditions

• Expanded temperature range

• Reduced formation of toxic gases and fire spreading in the event of fire increase the protection against damage

to persons and property

Design

• Tinned copper strand, fine wired

• Electron beam cross-linked polyolefin copolymer insulation

• Colour: grey or green-yellow

Product features

• Fire behaviour: - Halogen-free (IEC 60754-1) - No corrosive gases (IEC 60754-2) - No toxic gases (EN 50305) -

Low smoke density (IEC 61034) - Flame retardant (IEC 60332-1-2) - No fire spreading (IEC 60332-3-24) - Low

fire load (DIN 51900)

• Chemical properties: - Oil and fuel resistance (EN 50305) - Ozone resistance (EN 50305) - No fluorine (EN

60684-2)
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Technical Data

Conductor stranding

Fine wired according VDE 0295, Class 5 (SRC =

Special Round Conductor)

Minimum bending radius

< 10 mm fixed installation > 3 x D Occasional

movement > 5 x D

> 10 mm fixed installation > 4 x D Occasional

movement > 6 x D

Rated voltage

U0/U AC 0.6/1 kV

U0/U DC 0.9/1.5 kV

Test voltage

3.5 kV AC

Range of temperature

Fixed installation: -45°C up to +120°C

Occasional flexing: -35 °C up to +90 °C Short circuit:

+200° C

Article List

Part

number

Outer

diameter in mm

Conductor

cross section in

mm²

Copper

index kg/km

Weight

kg/km

Fire

load in kWh/m

ÖLFLEX® TRAFFIC 3GKW - Colour grey

4223293 2.0 0,5 4.8 8 0.014

4223294 2,2 0,75 7.2 11 0.017

4223295 2,4 1 9.6 14 0.02

4223296 2,7 1,5 14.4 21 0.023

4223297 3,4 2,5 24.0 31 0.034

4223298 3,9 4 38.4 46 0.04

4223299 4,4 6 57.6 66 0.047

4223300 5,3 10 96.0 106 0.059

4223301 7.0 16 154.0 164 0.081

4223302 8,4 25 240.0 238 0.124

4223303 9,5 35 336.0 330 0.142

4223304 11,9 50 480.0 483 0.2

4223305 14,1 70 672.0 674 0.262

4223306 15,4 95 912.0 883 0.288

4223307 17,4 120 1152.0 1103 0.357

4223308 20,1 150 1440.0 1370 0.48

ÖLFLEX® TRAFFIC 3GKW - Colour green/yellow

4223314 2,2 0,75 7.2 11 0.017
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4223316 2,7 1,5 14.4 21 0.023

4223317 3,4 2,5 24.0 31 0.034

4223318 3,9 4 38.4 46 0.04

4223319 4,4 6 57.6 66 0.047

4223320 5,3 10 96.0 106 0.059

4223321 7.0 16 154.0 164 0.081

4223322 8,4 25 240.0 238 0.134

4223323 9,5 35 336.0 330 0.142

4223324 11,9 50 480.0 483 0.2

4223325 14,1 70 672.0 674 0.262

Footnote:

All product related values as shown are nominal values unless specified differently. Further values, e.g. tolerances we

submit on request - if available and released for publication.

Copper price basis: EUR 150 / 100 kg; For utilization and definition of 'Metal price basis' and 'Metal index' see Appendix

T17

Please find our standard lengths at: www.lappkabel.de/en/cable-standardlengths

Packaging size: Coil † 30 kg and † 250 m, otherwise drum

Please specify the desired make-up

Photographs are not to scale and do not represent detailed images of the respective products.


