
FESTOONFLEX PUR-HF

¿àØÜÕÝÕÝØÕ
¸áßÞÛì×ãÕâáï Ò ÚÐçÕáâÒÕ áØÛÞÒÞÓÞ ÚÞÝâàÞÛìÝÞÓÞ ÚÐÑÕÛï, ßàØ ãáÛÞÒØïå ÞáÞÑÞ 
âïÖÕÛëå ÜÕåÐÝØçÕáÚØå ÝÐÓàã×ÞÚ, ÓÔÕ ÚÐÑÕÛì ßÞÔÒÕàÓÐÕâáï ßàØ íÚáßÛãÐâÐæØØ 
áØÛìÝëÜ ßàÞÓØÑÐÜ, ÔÛï ßàØáÞÕÔØÝÕÝØï ßÕàÕÔÒØÖÝëå ÜÕåÐÝØ×ÜÞÒ, Ò ÚÐÑÕÛìÝëå 
âÕÛÕÖÚÐå, ÑãÚáØàãÕÜëå æÕßïå, Ò áâÐÝÞçÝëå áØáâÕÜÐå. ¿àØÜÕÝïÕâáï ÔÛï 
ßàÞÚÛÐÔÚØ Ò áãåØå, ÒÛÐÖÝëå, áëàëå ßÞÜÕéÕÝØïå, Ø ßÞÔ ÞâÚàëâëÜ ÝÕÑÞÜ.

¾áÞÑÕÝÝÞáâØ
¿àØÜÕÝïÕâï Ò ÚÐçÕáâÒÕ ÑÐàÐÑÐÝÝÞÓÞ ÚÐÑÕÛï ÑÕ× âïÓÞÒÞÙ ÝÐÓàã×ÚØ.
¾âáãâáâÒØÕ ÚàÕÜÝØÙÞàÓÐÝØçÕáÚÞÙ àÕ×ØÝë (ßàØ ßàÞØ×ÒÞÔáâÒÕ).
±Õ×ÓÐÛÞÓÕÝÝëÙ.
´ÞßãáÚÐÕâáï ÔÛï ßÞáâÞïÝÝÞÙ ßàÞÚÛÐÔÚØ Ò ßàÞÜëèÛÕÝÝÞÙ ÒÞÔÕ ÔÞ 50 m .

¿àØÜÕçÐÝØÕ
ÁÞÞâÒÕâáâÒãÕâ ÔØàÕÚâØÒÕ RoHS.
ºÐÑÕÛì áÞÞâÒÕâáâÒãÕâ 2006/95/EG CE ("´ØàÕÚâØÒÐ ßÞ ÝØ×ÚÞÜã ÝÐßàïÖÕÝØî").
ÁÚÞàÞáâì ÑÐàÐÑÐÝÐ Ø áÞÞâÒÕâáâÒÕÝÝÞ ÝÐÜÞâÚØ ÔÞ 240 m/min.
´ÛØâÕÛìÝÐï ÝÐÓàã×ÚÐ ßàØ àÐáâïÖÕÝØØ ÜÐÚá. 25 N/mm².
²Þ×ÜÞÖÝÐ ßÞáâÐÒÚÐ ÚÐÑÕÛï ÞßàÕÔÕÛÕÝÝÞÓÞ æÒÕâÐ Ø àÐ×ÜÕàÞÒ ßÞ ×ÐßàÞáã.

ºÞÝáâàãÚæØï Ø âÕåÝØçÕáÚØÕ åÐàÐÚâÕàØáâØÚØ
ßàÞÒÞÔÝØÚ ÜÕÔÝëÙ ÜÝÞÓÞßàÞÒÞÛÞçÝëÙ
áâàãÚâãàÐ áÞÓÛ. DIN VDE 0295 ÚÛ. 5, áÞÞâÒ. IEC 60228 ÚÛ. 5.
Ø×ÞÛïæØï ÝÐ ÑÐ×Õ ßÞÛØíáâÕàÐ
ÜÐàÚØàÞÒÚÐ ÖØÛ áÞÓÛ. VDE 0293-308 ÔÞ 5 ÖØÛ: æÒÕâÝÐï 

ÜÐàÚØàÞÒÚÐ, ÑÞÛÕÕ 6 ÖØÛ: çÕàÝëÕ ÖØÛë á ÑÕÛÞÙ 
æØäàÞÒÞÙ ÜÐàÚØàÞÒÚÞÙ, á ØÛØ ÑÕ× ÖÕÛâÞ-×ÕÛÕÝÞÙ 
ÖØÛë.

áßÞáÞÑ áÚàãâÚØ ßÞáÛÞÙÝëÙ ßÞÒØÒ ÖØÛ.
Óàã×ÞÝÕáãéØÙ âàÞá æÕÝâàÐÛìÝëÙ íÛÕÜÕÝâ ÝÐ ÑÐ×Õ âÕÚáâØÛï.
ÒÝÕèÝïï ÞÑÞÛÞçÚÐ PUR
æÒÕâ ÞÑÞÛÞçÚØ çÕàÝëÙ æÒÕâ
ÜÐàÚØàÞÒÚÐ ÔÐ

ÝÞÜØÝÐÛìÝÞÕ ÝÐßàïÖÕÝØÕ Uo/U: 0,6/1 kV
ØáßëâÐâÕÛìÝÞÕ ÝÐßàïÖÕÝØÕ 2,5 kV
ÔÛØâÕÛìÝëÕ ÔÞßãáâØÜëÕ 
âÞÚÞÒëÕ ÝÐÓàã×ÚØ

áÞÓÛ. DIN VDE, áÜ. âÐÑÛØæã âÕåÝØçÕáÚØå ãÚÐ×ÐÝØÙ.

ÝÐØÜÕÝìèØÙ àÐÔØãá Ø×ÓØÑÐ 
ÝÕßÞÔÒØÖÝÞ

6 x ÔØÐÜÕâà ÚÐÑÕÛï

ÝÐØÜÕÝìèØÙ àÐÔØãá Ø×ÓØÑÐ 
ßÞÔÒØÖÝÞ

6 x ÔØÐÜÕâà ÚÐÑÕÛï.

âÕÜßÕàÐâãàÐ áâÐæØÞÝÐàÝÞ -50 °C / +90 °C
âÕÜßÕàÐâãàÐ ßÞÔÒØÖÝÞ -40 °C / +90 °C
ÜÐÚá. âÕÜßÕàÐâãàÐ ÝÐ 
ßàÞÒÞÔÝØÚÕ

+90 °C

áÒÞÙáâÒÐ Ø×ÞÛïæØØ áÞÓÛÐáÝÞ DIN EN 60332-2-1 
âàãÔÝÞÒÞáßÛÐÜÕÝïîéØÙáï

áâÐÝÔÐàâ áÞÓÛÐáÝÞ DIN VDE 0250

Application
power and control cable for very high mechanical requirements, frequently bendings, 
especially for use in trolley systems, drag chains on moving parts of machines, 
conveyor facilities. Suitable for dry, humid and wet rooms and for outdoor use.

Special features
for low reeling operation requirements
free from lacquer damaging substances and silicone (during production)
halogen-free
suitable for permanent use in water (no drinking water) up to 50 m diving depth

Remarks
conform to RoHS
conform to 2006/95/EC-Guideline CE
for travelling speed on cable trolleys up to 240 m/min
permanent tensile loading without supporting element max. 25 N/mm² dynamic
We are pleased to produce special versions, other dimensions, core and jacket 
colours on request.

Structure & Specifications
conductor material bare copper strand
conductor class acc. to DIN VDE 0295 class 5 resp. IEC 60228 cl. 5
core insulation based on polyester
core identification acc. to DIN 0293-308 up to 5 wires coloured, from 6 

wires white with black numerals with or without 
GNYE

stranding cores stranded in layers
supporting element multicore cables with central textile element
outer sheath PUR
sheath colour black
printing yes

rated voltage Uo/U: 0,6/1 kV
testing voltage 2,5 kV
current carrying capacity acc. to DIN VDE, see Technical Guideline
min. bending radius fixed 6 x d
min. bending radius moved 6 x d
operat. temp. fixed min/max -50 °C / +90 °C
operat. temp. moved min/max -40 °C / +90 °C
temp. at conductor +90 °C
burning behavior acc. to DIN EN 60332-2-1
standard acc. to DIN VDE 0250

06.12.0106.12.01

¾áÞÑÕÝÝÞáâØ Special features

Remarks

¿àØÜÕÝÕÝØÕ

¿àØÜÕçÐÝØÕ

ºÞÝáâàãÚæØï Ø âÕåÝØçÕáÚØÕ åÐàÐÚâÕàØáâØÚØ Structure & Specifications

Application

FESTOONFLEX PUR-HF

power and control cable for very high mechanical requirements, frequently bendings, 
especially for use in trolley systems, drag chains on moving parts of machines, 
conveyor facilities. Suitable for dry, humid and wet rooms and for outdoor use.

¿àØÜÕÝïÕâï Ò ÚÐçÕáâÒÕ ÑÐàÐÑÐÝÝÞÓÞ ÚÐÑÕÛï ÑÕ× âïÓÞÒÞÙ ÝÐÓàã×ÚØ.
¾âáãâáâÒØÕ ÚàÕÜÝØÙÞàÓÐÝØçÕáÚÞÙ àÕ×ØÝë (ßàØ ßàÞØ×ÒÞÔáâÒÕ).
±Õ×ÓÐÛÞÓÕÝÝëÙ.
´ÞßãáÚÐÕâáï ÔÛï ßÞáâÞïÝÝÞÙ ßàÞÚÛÐÔÚØ Ò ßàÞÜëèÛÕÝÝÞÙ ÒÞÔÕ ÔÞ 50 m .

¸áßÞÛì×ãÕâáï Ò ÚÐçÕáâÒÕ áØÛÞÒÞÓÞ ÚÞÝâàÞÛìÝÞÓÞ ÚÐÑÕÛï, ßàØ ãáÛÞÒØïå ÞáÞÑÞ 
âïÖÕÛëå ÜÕåÐÝØçÕáÚØå ÝÐÓàã×ÞÚ, ÓÔÕ ÚÐÑÕÛì ßÞÔÒÕàÓÐÕâáï ßàØ íÚáßÛãÐâÐæØØ 
áØÛìÝëÜ ßàÞÓØÑÐÜ, ÔÛï ßàØáÞÕÔØÝÕÝØï ßÕàÕÔÒØÖÝëå ÜÕåÐÝØ×ÜÞÒ, Ò ÚÐÑÕÛìÝëå 
âÕÛÕÖÚÐå, ÑãÚáØàãÕÜëå æÕßïå, Ò áâÐÝÞçÝëå áØáâÕÜÐå. ¿àØÜÕÝïÕâáï ÔÛï 
ßàÞÚÛÐÔÚØ Ò áãåØå, ÒÛÐÖÝëå, áëàëå ßÞÜÕéÕÝØïå, Ø ßÞÔ ÞâÚàëâëÜ ÝÕÑÞÜ.

ÁÞÞâÒÕâáâÒãÕâ ÔØàÕÚâØÒÕ RoHS.
ºÐÑÕÛì áÞÞâÒÕâáâÒãÕâ 2006/95/EG CE ("´ØàÕÚâØÒÐ ßÞ ÝØ×ÚÞÜã ÝÐßàïÖÕÝØî").
ÁÚÞàÞáâì ÑÐàÐÑÐÝÐ Ø áÞÞâÒÕâáâÒÕÝÝÞ ÝÐÜÞâÚØ ÔÞ 240 m/min.
´ÛØâÕÛìÝÐï ÝÐÓàã×ÚÐ ßàØ àÐáâïÖÕÝØØ ÜÐÚá. 25 N/mm².
²Þ×ÜÞÖÝÐ ßÞáâÐÒÚÐ ÚÐÑÕÛï ÞßàÕÔÕÛÕÝÝÞÓÞ æÒÕâÐ Ø àÐ×ÜÕàÞÒ ßÞ ×ÐßàÞáã.

ßàÞÒÞÔÝØÚ ÜÕÔÝëÙ ÜÝÞÓÞßàÞÒÞÛÞçÝëÙ
áâàãÚâãàÐ áÞÓÛ. DIN VDE 0295 ÚÛ. 5, áÞÞâÒ. IEC 60228 ÚÛ. 5.
Ø×ÞÛïæØï ÝÐ ÑÐ×Õ ßÞÛØíáâÕàÐ
ÜÐàÚØàÞÒÚÐ ÖØÛ áÞÓÛ. VDE 0293-308 ÔÞ 5 ÖØÛ: æÒÕâÝÐï 

ÜÐàÚØàÞÒÚÐ, ÑÞÛÕÕ 6 ÖØÛ: çÕàÝëÕ ÖØÛë á ÑÕÛÞÙ 
æØäàÞÒÞÙ ÜÐàÚØàÞÒÚÞÙ, á ØÛØ ÑÕ× ÖÕÛâÞ-×ÕÛÕÝÞÙ 
ÖØÛë.

áßÞáÞÑ áÚàãâÚØ ßÞáÛÞÙÝëÙ ßÞÒØÒ ÖØÛ.
Óàã×ÞÝÕáãéØÙ âàÞá æÕÝâàÐÛìÝëÙ íÛÕÜÕÝâ ÝÐ ÑÐ×Õ âÕÚáâØÛï.
ÒÝÕèÝïï ÞÑÞÛÞçÚÐ PUR
æÒÕâ ÞÑÞÛÞçÚØ çÕàÝëÙ æÒÕâ
ÜÐàÚØàÞÒÚÐ ÔÐ

ÝÞÜØÝÐÛìÝÞÕ ÝÐßàïÖÕÝØÕ Uo/U: 0,6/1 kV
ØáßëâÐâÕÛìÝÞÕ ÝÐßàïÖÕÝØÕ 2,5 kV
ÔÛØâÕÛìÝëÕ ÔÞßãáâØÜëÕ 
âÞÚÞÒëÕ ÝÐÓàã×ÚØ

áÞÓÛ. DIN VDE, áÜ. âÐÑÛØæã âÕåÝØçÕáÚØå ãÚÐ×ÐÝØÙ.

ÝÐØÜÕÝìèØÙ àÐÔØãá Ø×ÓØÑÐ 
ÝÕßÞÔÒØÖÝÞ

6 x ÔØÐÜÕâà ÚÐÑÕÛï

ÝÐØÜÕÝìèØÙ àÐÔØãá Ø×ÓØÑÐ 
ßÞÔÒØÖÝÞ

6 x ÔØÐÜÕâà ÚÐÑÕÛï.

âÕÜßÕàÐâãàÐ áâÐæØÞÝÐàÝÞ -50 °C / +90 °C
âÕÜßÕàÐâãàÐ ßÞÔÒØÖÝÞ -40 °C / +90 °C
ÜÐÚá. âÕÜßÕàÐâãàÐ ÝÐ 
ßàÞÒÞÔÝØÚÕ

+90 °C

áÒÞÙáâÒÐ Ø×ÞÛïæØØ áÞÓÛÐáÝÞ DIN EN 60332-2-1 
âàãÔÝÞÒÞáßÛÐÜÕÝïîéØÙáï

áâÐÝÔÐàâ áÞÓÛÐáÝÞ DIN VDE 0250

conductor material bare copper strand
conductor class acc. to DIN VDE 0295 class 5 resp. IEC 60228 cl. 5
core insulation based on polyester
core identification acc. to DIN 0293-308 up to 5 wires coloured, from 6 

wires white with black numerals with or without 
GNYE

stranding cores stranded in layers
supporting element multicore cables with central textile element
outer sheath PUR
sheath colour black
printing yes

rated voltage Uo/U: 0,6/1 kV
testing voltage 2,5 kV
current carrying capacity acc. to DIN VDE, see Technical Guideline
min. bending radius fixed 6 x d
min. bending radius moved 6 x d
operat. temp. fixed min/max -50 °C / +90 °C
operat. temp. moved min/max -40 °C / +90 °C
temp. at conductor +90 °C
burning behavior acc. to DIN EN 60332-2-1
standard acc. to DIN VDE 0250

conform to RoHS
conform to 2006/95/EC-Guideline CE
for travelling speed on cable trolleys up to 240 m/min
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FESTOONFLEX PUR-HF

ÇØáÛÞ ÖØÛ Ø 
áÕçÕÝØÕ 
n x mm²

dimension
n x mm²

½ÐàãÖÝëÙ 
ÔØÐÜÕâà

mm
outer Ø

mm

²Õá ÜÕÔØ 
kg/km

copper weight 
kg/km

²Õá ÚÐÑÕÛï 
kg/km
weight
kg/km

FESTOONFLEX PUR-HF-O
1 X 16 8,2 - 10,2 154,0 188,0
1 X 25 9,6 - 11,6 240,0 271,0
1 X 35 12,0 - 14,0 336,0 368,0
1 X 50 13,5 - 15,5 480,0 533,0
1 X 70 16,0 - 18,0 672,0 748,0
1 X 95 17,6 - 19,6 912,0 970,0

1 X 120 19,0 - 22,0 1.152,0 1.215,0
1 X 150 21,0 - 24,0 1.440,0 1.552,0
1 X 185 23,5 - 26,5 1.776,0 1.830,0
1 X 240 27,5 - 30,5 2.304,0 2.450,0

    
FESTOONFLEX PUR-HF-J

3 X 1,5 6,7 - 8,3 43,0 91,0
4 X 1,5 7,7 - 9,3 58,0 110,0
7 X 1,5 9,0 - 11,0 101,0 170,0

12 X 1,5 13,8 - 15,9 173,0 323,0
18 X 1,5 14,0 - 16,0 259,0 384,0
24 X 1,5 16,0 - 18,0 346,0 480,0
30 X 1,5 20,0 - 22,0 432,0 680,0

    
3 X 2,5 8,2 - 9,8 72,0 130,0
4 X 2,5 8,8 - 10,4 96,0 160,0
5 X 2,5 9,6 - 11,2 120,0 190,0
7 X 2,5 11,0 - 13,0 168,0 260,0

12 X 2,5 16,0 - 18,0 288,0 467,0
18 X 2,5 16,5 - 18,5 432,0 576,0
24 X 2,5 19,0 - 21,0 576,0 758,0
30 X 2,5 25,5 - 27,5 720,0 1.080,0

ÇØáÛÞ ÖØÛ Ø 
áÕçÕÝØÕ 
n x mm²

dimension
n x mm²

½ÐàãÖÝëÙ 
ÔØÐÜÕâà

mm
outer Ø

mm

²Õá ÜÕÔØ 
kg/km

copper weight 
kg/km

²Õá ÚÐÑÕÛï 
kg/km
weight
kg/km

4 X 4 10,0 - 12,0 154,0 214,0
5 X 4 10,7 - 12,8 192,0 280,0

    
4 X 6 11,3 - 13,3 230,0 315,0
5 X 6 13,0 - 15,0 288,0 402,0

    
4 X 10 14,5 - 16,5 384,0 510,0
5 X 10 15,7 - 16,8 480,0 629,0

    
4 X 16 17,5 - 19,5 614,0 765,0
5 X 16 19,2 - 21,3 768,0 950,0

    
4 X 25 20,5 - 23,5 960,0 1.150,0
5 X 25 24,3 - 27,3 1.200,0 1.430,0

    
4 X 35 26,0 - 29,0 1.344,0 1.582,0

    
4 X 50 28,5 - 32,5 1.920,0 2.175,0
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FESTOONFLEX PUR-HF


